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Microprocessor Vertical Load Steam 
Autoclave 
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Suitable to sterilize: cultura media, glass, liquids, plastic, metallic elements, waste bags, etc.

Not suitable to sterilize: textiles, porous objects, wrapped material.

External case, top, chamber and lid made of AISI-304 stainless steel

Control by microprocessor: temperature, cycle and purge. 10 sterilization programs. Six 

programs are user free.

Safety: Safety valve and thermostat, door blocking system while positive pressure exists in 

the chamber

Manual valve to drain and to unsteam.

Includes RS-232 port to connect a printer or a PC.

includes inlet in chamber for an external validation probe.

Supplied with protecting grid for the heaters.

Features: 

Reference Code Capacity Ø x Height Height/Wide/Deep Temp. Max. Pressure Power Weight Sterilization

in Litres cm external in cm ºC bar. W Kg. time

AES-12 0.120.000 13 25 x 27 52 x 49 x 50 100-139 2,5 1000 35 3 a 120 min.

AES-28 0.120.001 28 30 x 40 101 x 51 x 56 100-139 2,5 2000 60 3 a 120 min.

AES-75 0.120.002 75 40 x 60 109 x 62 x 73 100-139 2,5 3000 85 3 a 120 min.

AES-110 0.120.003 110 40 x 85 133 x 63 x 73 100-139 2,5 4500 114 3 a 120 min.

AES-150 0.120.004 150 50 x 75 131 x 760 x 850 100-139 2,5 6000 140 3 a 120 min.



SOFT-RS232: Kit Software S7000W + adapter cord RS232 – USB 

Ref. IT: Built-in Printer (originally installed)

Ref. ITS: Table top Printer (connected through RS-232)

Non Perforated stainless steel baskets

Perforated stainless steel baskets

Stainless steel rod baskets

Stainless steel cylinders to sterilize Petri dishes and pipettes

Height adjustable support with shelves

Software allowing to display temperature versus time graphs, 
data exportation to Excel, several instruments connection to PC, etc.

It prints number of program, number of cycle, temperature, date and hour of the run. Error 
messages are also printed. If process has been correct, it prints: “Sterilization OK”

It prints number of program, number of cycle, temperature, date and hour of the run. Error 
messages are also printed. If process has been correct, it prints: “Sterilization OK”

Reference Code For Useful Nº de Baskets Weight
Autoclave Øx Height cm per Autoclave Kg

CCI-12 0.120.040 AES-12 225 x 215 1 1
CCI-28 0.120.041 AES-28 280 x 200 2 1,5
CCI-75 0.120.042 AES-75 380 x 260 2 2,5
CCI-110 0.120.043 AES-110 380 x 260 3 2,5
CCI-150 0.120.044 AES-150 475 x 360 2 4

dimensions

Accessories: 
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Reference Code For Useful dimensions  Nº de Baskets Weight
Autoclave Øx Height cm per Autoclave Kg

CI-12 0.120.035 AES-12 225 x 215 1 1
CI-28 0.120.036 AES-28 280 x 200 2 1,5
CI-75 0.120.037 AES-75 380 x 260 2 2,5
CI-110 0.120.038 AES-110 380 x 260 3 2,5
CI-150 0.120.039 AES-150 475 x 360 2 4

Reference Code For Useful dimensions  Nº de Baskets Weight
Autoclave Øx Height cm per Autoclave Kg

CV-12 0.120.030 AES-12 225 x 215 1 1
CV-28 0.120.031 AES-28 280 x 200 2 1,5
CV-75 0.120.032 AES-75 380 x 260 2 2,5
CV-110 0.120.033 AES-110 380 x 260 3 2,5
CV-150 0.120.034 AES-150 475 x 360 2 4

Reference Code Description Weight 
Kg

CEP-7040 0.120.043 Cylinder of ø 70 x 400 mm 1
CEP-1340 0.120.044 Cylinder of ø 130 x 400 mm 1
CEP-1326 0.120.045 Cylinder of ø 130 x 260 mm 1
CEP-1347 0.120.046 Cylinder of ø 130 x 400 mm 1

Reference Code For Autoclave
SRA-1 0.120.080 AES-28
SRA-2 0.120.081 AES-75
SRA-3 0.120.082 AES-110
SRA-4 0.120.083 AES-150
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