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A high quality product suitable fluid warming completely and solve the trouble 

that case uncomfortable feeling as cold fluid into the body 

 

 

Features 

 

� Intelligent control, precision temperature 

� Error Alarm,more safety 

� Two individual temperatuer sensor 

� Display temperature change in real time 

  

 

Applications 

� Routine transfusion 

� Low flow rate infusion in ICU 

� Transfusion exchange 

� High calorie infusion 

� Blood warming device 
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35.0 ~ 42°C（95.0 ~107.6 °F ), increment: 0.1 °C/step (0.2 °F /step) 

Please set temperature base on the clinical condition. 

Heating Temperature 

Range 

Recommended temperature range: 30 °C ~ 36 °C. 

Accuracy of Controlled 

Temperature 

±1°C (±1.8 °F ) 

Adjustable unit °C/°F 

Heating Time <2 Minutes 

Protected Temperature 48°C/123°F 

High temperature alarm 

Low temperature alarm 

System error 

Heating prompt 

Alarm 

Door open 

Display LED 

Power Supply 100-240V ~ 50/60Hz 

Maximum Power 85VA 

Operating Condition Ambient Temperature: 5°C ~  30°C 

 Relative humidity : 20% ~ 80% 

 Atmospheric pressure: 76.0kPa ~ 106kPa 

Storage Condition Ambient Temperature: -20°C ~ 55°C 

 Relative humidity: 10% ~ 93% 

 Atmospheric pressure: 50.0kPa ~ 106kPa 

Type Class IIb, Continuous operating equipment 

IP Class IPX1 

Size(mm) 77mm (W) × 178mm (H) × 37mm (D) 

Weight 0.25kg 

 

� Routine transfusion 

� Low flow rate infusion in ICU 

� Transfusion exchange 

� High calorie infusion 

Application 

� Blood warming device 

 


